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WaterMark

CODE: 

J2982A
INWALL CISTERN
PNEUMATIC OPERATION

ECONOFLUSHAIR

FEATURES

• COMPACT, CONCEALED INWALL CISTERN WITH INTEGRAL STUD 
MOUNTING FRAME

• SUITABLE FOR INSTALLATION WITH FLOOR MOUNTED, WALL-
FACED PANS

• TOP WATER ENTRY AND 90MM CAVITY DEPTH REQUIRED

• RANGE OF ACTUATOR BUTTONS AVAILABLE - RAISED BUTTONS 
ARE AS1428.1 COMPLIANT 

• OPTIONAL 4m EXTENSION TUBE FOR REMOTE LOCATION OF 
ACTUATOR BUTTONS

• WELS 4 Star, 4.6/3.1L (3.4L average flush) L06740

COMPONENTS

ECONOFLUSH AIR INWALL CISTERN   J2982A

DUAL FLUSH BUTTON - RAISED BLUE JB90B

 - RAISED CHROME  JB90C

 - WHITE JB92W

OPTIONAL

PNEUMATIC EXTENSION TUBE - 4m JBTU       

WARRANTY

25 YEARS replacement
Refer to T&Cs at www.johnsonsuisse.com.au
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