
4.5L per full flush / 3.1L per half flush

The more
stars the more
water efficient

3.4 litres
average flush

L06869

AS1172.1/2:2014
WMKA21238

FEATURES
 • Modern style flush to wall vitreous china toilet suite
 • Ambulant compliant (AS1428.1 2021)
 • Efficient rimless design for hygienic flushing
 • Cistern has a concealed, back-entry water inlet
 • Soft-close, quick release toilet seat
 • P or S Trap configuration installation
 • Variable S Trap pan connector - 95-185mm set out

CODE: 
JTTV301.J2371.101
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VENEZIAAMBULANT

RIMLESS FLUSH TO WALL SUITE

COMPONENTS
VENEZIAAMBULANT BTW pan JTTV301
VENEZIA BTW cistern J2371
Venezia quick-release, soft-close seat JSEV101
Variable S Trap pan connector X011H

SOFT
CLOSE

QUICK
RELEASE

2/97 Banksia St.,
Botany, NSW 2019

TEL: 1300 717 717
www.johnsonsuisse.com.au
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TECHNICAL DATA SHEET
SUPERSEDES ALL PREVIOUS ISSUES

All dimensions are in millimetres and are subject to normal manufacturing variation.
As product development is ongoing BPA reserves the right to vary specifications without notice.
Bathroom Products Australia Pty Ltd ABN 87 079 297 617

AMBULANT

WARRANTY
Vitreous china 25 year replacement
Toilet seat 5 year replacemant
-refer to T&Cs at www.johnsonsuisse.com.au


