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1123

VENEZIA-SENTINEL
URINAL with MICROWAVE FLUSH 
VALVE SYSTEM

CODE: JURS100.400.401

PRODUCT ARRANGEMENT

Sentinel Flush System - Rough-in kit
Flush valve, dual check valve and 
controller module

JURS400

Venezia Urinal - Fit-off kit
Vitreous china urinal and microwave 
sensor

JURV100.401

LIC. WMK26242
AS3982.1996
SAI GLOBAL
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ACCESS TO FLUSH VALVE 
MODULE REQUIRED FOR 
SERVICE.
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SEE Fig.6 FOR 
CORRECT PLACEMENT

TRAP OUTLET CONNECTS TO 
50mm DWV FEMALE CONNECTOR 
(NOT INCLUDED)

FEATURES
 • Designer vitreous china wall hung urinal
 • Microwave sensor activated urinal flush valve
 • Programmed to manage single-use, multiple-use (stadium 

mode) functions as well as 24hr non-use flushing. 
See installation instruction for more details.

 • Flush valve and programmable controller can be in-wall, 
in-duct or in-ceiling mounted

 • Adjustable sensor activation distance and flush time
 • Access cover plate available for in-wall installation

COMPONENTS

WARRANTY
Vitreous china 25 years product replacement
Sentinel system 2 years product replacement
-refer to T&Cs at www.johnsonsuisse.com.au
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